
•  Wasion Americas’ single-phase pad mount         
    distribution transformers are designed to protect against
    environmental hazards and meet strict customer
    specifications, with good corrosion resistance.
•  All transformers meet or exceed ANSI, UL, NEMA,
    DOE2016, IEEE and CSA standards, with dead-front 
    designs in both radial and loop feed configurations, the 
    conversion is very convenient, to ensure the     
    reliability and flexibility of supply.
•  Available in standard ratings and configurations or
    can be customized to meet specific needs. It is 
    ideal for single-phase industrial and residential 
    applications. Without power distribution room, the 
    transformers can be placed indoors or outdoors.
•  The transformers are fully sealed, fully insulated, 
    safe and reliable, compact structure and size,     
    modern appearance.

Key Features & Benefits

Single-Phase
Pad Mount Transformer

* Specifications of the products are subject to change without prior notice.

For further information about the product, please reach out to our sales team. Wasion Americas Inc. 

Key Features & Benefits

HV Bushing Config
•  Dead-front
•  High-voltage bushing wells

Fluid Options
•  Type II Mineral Oil
•  Envirotemp™ FR3™

Standard Gauge/Accessory Package
•  Automatic pressure relief valve
•  Drain & sample valve
•  No load tap changer

Load Switch Options
•  2 positions or sectionalizing switch
    
Fusing Options
•  Multiple options and combinations, including 
    internal and external expulsion fuse in series with
    isolation link or partial range current limiting fuse

Construction
•  Crowned tank
•  Copper or aluminum windings
•  Flip-top hood opens 180°
•  Service entrance in sill
•  Stainless hinged door
•  Carbon-reinforced or stainless steel tank
•  Recessed stainless steel lifting provisions
•  Hold-down cleats
•  Fill Plug
•  Drain Plug
•  Parking stand for elbow connectors
•  Connectors for ground pads
•  Ground strap from X2 to ground
•  Stencils and labels customizable
•  Laser engraved nameplate
•  Captive stainless steel pentahead door locking bolt

Optional Design Features & Accessories
•  Low-voltage circuit breaker
•  Under oil arrester
•  Dual high-voltage ratings(not available with taps)
•  Various multiple HV & LV voltages or taps
•  HV bushing wells with removable studs
•  Liquid level gauge
•  Temperature gauge
•  Drain/sampling valve

Base KVA Rating

Frequency

Standard

Cooling class

Temp Rise

Winding Material

Core Material

Oil Type

High Voltages (HV)

Low Voltage (LV)

10, 15, 25, 37.5, 50, 75, 100, 167, 250

60 Hz

ANSI, UL, IEEE, CSA, DOE and NEMA

ONAN or KNAN

65°C

Copper/Aluminum

Silicon Steel

1. Type ll Mineral Oil

2. FR3 Oil

2400V to 34500V, Dual Voltage Avaliable

120V to 600V
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Description

Tank

Core & Coil Assemble

Oil

Bayonet Fuse

Drip Shield Assembly

Fuse Holder

Backup Fuse

Fuse Assembly

Pressure Relief Valve

Oil Level Gauge

Nameplate

Oil-in Plug

HV Bushing Base and Terminal

Earth Ground Terminal

Cover

Oil-out Plug

Bolt for Earth Ground

LV Bushing

4 Hole Spade

Bolt for lifting
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Description

Tank

Core & Coil Assemble

Oil

Bayonet Fuse

Drip Shield Assembly

Fuse Holder

Backup Fuse

Fuse Assembly

Pressure Relief Valve

Oil Level Gauge

Nameplate

Oil-in Plug

HV Bushing Base and Terminal

Earth Ground Terminal

Cover

Oil-out Plug

Bolt for Earth Ground

LV Bushing

4 Hole Spade

Bolt for lifting

QTY

1

1

1

1

1

1

1

1

1

1

1

1

2

2

1

1

1

3

3

2

25kVA 
•  HV:12470 GrdY/7200 V
•  LV: 240/120 V

167kVA 
•  HV:12470 GrdY/7200 V
•  LV: 240/120 V

* Specifications of the products are subject to change without prior notice.

For further information about the product, please reach out to our sales team. Wasion Americas Inc. 

Note: The outline drawing and parameters above represent typical design data, provided for reference. Custom designs are available

Single-Phase
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